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GENERAL NDTES:
SEE STANDARD PLAN 616.10 FOR SICN REQUIREMENTS.

SIGNS 22) AND €2 SHALL BE LOCATED ON THE SIDE OF
THE ROADWAY WHERE THE PAVEMENT EDGE DIFFERENTIAL
EXISTS. ON TWO-LANE UNDIVIDED HIGHWAYS, A SIGN
SHALL BE PROVIDED FOR EACH DIRECTION OF TRAVEL AND
MOUNTED BACK-TO-BACK.

SIGN SHALL BE LOCATED ON THE RIGHT SIDE OF
NON-DIVIDED HIGHWAYS, AND ON BOTH SIDES FOR DIVIDED
HIGHWAYS WHERE A LANE LINE DIFFERENTIAL EXISTS.

SIGNS SHALL BE VISIBLE TO TRAFEIC ONLY WHEN AND
WHERE CONDITIONS EXIST. SIGN TO REMAIN VISIBLE
UNTIL SHOULDER SHAPING IS COMPLETED.

SIGNS SHALL BE SPACED AT APPROXIMATELY $ MILE
INTERVALS AND LDCATED WITHIN 150 FT. BEYOND ANY
SIDE ROADS. WHEN A SIGN PLACED AT + MILE INTERVAL
FALLS WITHIN § MILE OF A SIGN PLACE AFTER AN
INTERSECTION, THE SIGN PLACED AT THE + MILE
INTERVAL MAY BE OMITTED.

MISSOURI HIGHWAYS AND TRANSPORTATION
COMMISSION

& WHEN CONDITIONS DO NOT ALLOW FOR THE 4 FT.
MINIMUM DEFLECTION AREA, AN APPROPRIATE NCHRP 350
COMPLTIANT BARRIER SYSTEM SHALL BE USED THAT WILL
FUNCTION IN THE AVAILABLE AREA. THE BARRIER SYSTEM
SHALL BE APPROVED BY THE ENGINEER.

PAVEMENT EDGE
TREATMENT
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